
 

 

STANDARD PLANS 

 
The Standard Plan must match the exact current road conditions including the following: 

• Work Zone 

• Number of Travel Lanes 

• Lane Reductions 

• Two-way Left Turn Lanes 

• Median Islands 

• Curb Islands 

• Bike Lanes 

• Edge Lines 

• Left-Turn Channelization 

• Right-Turn Channelization 

• Signalization 
 

Select the applicable Standard Plan to be presented to the permitting agency to obtain the permit. 
Number of Travel Lanes without Bike Lane:  

• One Lane in each Direction without Bike Lane 

• Two Lanes in each Direction without Bike Lane 

• Three Lanes in each Direction without Bike Lane 
 

Number of Travel Lanes with Bike Lane: 

• One Lane in each Direction with Bike Lane 

• Two Lanes in each Direction with Bike Lane 

• Three Lanes in each Direction with Bike Lane 
 

Curb and Gutter Replacement: 

• Curb and Gutter Replacement   
 

Corner Ramp Replacement: 

• Corner Ramp Replacement  

http://ladot.lacity.org/sites/default/files/documents/standard-plans_1-lane-each-no-bike.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans_2-lanes-each-no-bike_0.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans-3-lane-each-no-bike.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans_1-lane-each-with-bike_0.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans_2-lane-each-with-bike_0.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans_3-lane-each-with-bike_0.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans-cg-r.pdf
http://ladot.lacity.org/sites/default/files/documents/standard-plans-crr.pdf
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